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4 Flange dimension guide

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 95 67 4 14 M12 - - 6 -

PN16 - - - - - - - - -

PN21 - - - - - - - - -

PN35 - - - - - - - - -

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

IS
O

 7
00

5 
(D

IN
)

PN6 80 55 4 11 M10 12 - 6 12

PN10 95 65 4 14 M12 14 - 6 14

PN16 95 65 4 14 M12 14 - 6 -

PN20 90 60.5 4 16 M14 - - - 11.5

PN25 95 65 4 14 M12 16 8 14

PN40 95 65 4 14 M12 16 9 14

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533

A
S

 2
12

9

Table A 95 67 4 14 M12 13 13 6 5

Table D 95 67 4 14 M12 13 13 6 5

Table E 95 67 4 14 M12 13 13 6 6

Table F 95 67 4 14 M12 13 13 8 10

Table H 115 83 4 18 M16 16 16 10 13

A
N

S
I 

B
16

.5

150 90 60.3 4 5⁄8" - 15.9 1⁄2" - 12.7 - - - 11.2

300 95 66.7 4 5⁄8" - 15.9 1⁄2" - 12.7 - - - 14.3

600 95 66.7 4 5⁄8" - 15.9 1⁄2" - 12.7 - - - 14.3

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125

Flange dimensions

Nominal size: 15mm



Flange dimensions

5Flange dimension guide

IS
O

 7
00

5 
(D

IN
)

PN6 90 65 4 11 M10 14 - 6 14

PN10 105 75 4 14 M12 16 - 6 16

PN16 105 75 4 14 M12 16 - 6 -

PN20 100 70 4 16 M14 - - 8 13

PN25 105 75 4 14 M12 18 8 16

PN40 105 75 4 14 M12 18 9 16

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533

A
N

S
I 

B
16

.5

150 100 69.9 4 5⁄8" - 15.9 1⁄2" - 12.7 - - - 12.7

300 115 82.6 4 3⁄4" - 19.1 5⁄8" - 15.9 - - - 15.9

600 115 82.6 4 3⁄4" - 19.1 5⁄8" - 15.9 - - - 15.9

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 100 73 4 14 M12 - - 6 -

PN16 - - - - - - - - -

PN21 - - - - - - - - -

PN35 - - - - - - - - -

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

A
S

 2
12

9

Table A 100 73 4 14 M12 13 13 6 5

Table D 100 73 4 14 M12 13 13 6 5

Table E 100 73 4 14 M12 13 13 6 6

Table F 100 73 4 14 M12 13 13 8 10

Table G 115 83 4 18 M16 16 16 10 13

Nominal size: 20mm



6 Flange dimension guide

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 115 83 4 14 M12 - - 8 -

PN16 - - - - - - - - -

PN21 - - - - - - - - -

PN35 - - - - - - - - -

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

IS
O

 7
00

5 
(D

IN
)

PN6 100 75 4 11 M10 14 - 8 14

PN10 115 85 4 14 M12 16 - 8 16

PN16 115 85 4 14 M12 16 - 8 -

PN20 110 79.5 4 16 M14 11 11 9 11.5

PN25 115 85 4 14 M12 18 - 9 16

PN40 115 85 4 14 M12 18 - 11 16

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533

A
S

 2
12

9

Table A 115 83 4 14 M12 13 13 8 5

Table D 115 83 4 14 M12 13 13 8 5

Table E 115 83 4 14 M12 13 13 8 7

Table F 120 87 4 18 M16 13 13 10 10

Table H 120 87 4 18 M16 19 19 11 14

A
N

S
I 

B
16

.5

150 110 79.4 4 5⁄8˝ - 15.9 1⁄2˝ - 12.7 - - - 14.3

300 125 88.9 4 3⁄4˝ - 19.1 5⁄8˝ - 15.9 - - - 17.5

600 125 88.9 4 3⁄4˝ - 19.1 5⁄8˝ - 15.9 - - - 17.5

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125

Flange dimensions

Nominal size: 25mm



Flange dimensions
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IS
O

 7
00

5 
(D

IN
)

PN6 120 90 4 14 M12 16 - 8 16

PN10 140 100 4 18 M16 18 - 8 18

PN16 140 100 4 18 M16 18 - 8 -

PN20 120 89 4 16 M14 13 13 10 13

PN25 140 100 4 18 M16 20 - 9 18

PN40 140 100 4 18 M16 20 - 11 18

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533

A
N

S
I 

B
16

.5

150 115 88.9 4 5⁄8˝ - 15.9 1⁄2˝ - 12.7 - - - 15.9

300 135 98.4 4 3⁄4˝ - 19.1 5⁄8˝ - 15.9 - - - 19.1

600 135 98.4 4 3⁄4˝ - 19.1 5⁄8˝ - 15.9 - - - 20.7

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 120 87 4 14 M12 - - 8 -

PN16 - - - - - - - - -

PN21 - - - - - - - - -

PN35 - - - - - - - - -

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

A
S

 2
12

9

Table A 120 87 4 14 M12 16 16 8 6

Table D 120 87 4 14 M12 16 16 8 6

Table E 120 87 4 14 M12 16 16 8 8

Table F 135 98 4 18 M16 16 16 10 13

Table H 135 98 4 18 M16 22 22 11 17

Nominal size: 32mm



8 Flange dimension guide

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 135 98 4 14 M12 - - 10 -

PN16 - - - - - - - - -

PN21 - - - - - - - - -

PN35 - - - - - - - - -

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

IS
O

 7
00

5 
(D

IN
)

PN6 130 100 4 14 M12 16 - 9 16

PN10 150 110 4 18 M16 18 19 9 18

PN16 150 110 4 18 M16 18 19 9 -

PN20 130 98.5 4 16 M14 14.5 14.5 11 14.5

PN25 150 110 4 18 M16 20 19 11 18

PN40 150 110 4 18 M16 20 19 13 18

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533

A
S

 2
12

9

Table A 135 98 4 14 M12 16 16 10 6

Table D 135 98 4 14 M12 16 16 10 6

Table E 135 98 4 14 M12 16 16 10 9

Table F 140 105 4 18 M16 16 16 11 13

Table H 140 105 4 18 M16 22 22 13 17

A
N

S
I 

B
16

.5

150 125 98.4 4 5⁄8˝ - 15.9 1⁄2˝ - 12.7 - - - 17.5

300 155 114.3 4 7⁄8˝ - 22.2 3⁄4˝ - 19.1 - - - 20.7

600 155 114.3 4 7⁄8˝ - 22.2 3⁄4˝ - 19.1 - - - 22.3

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125

Flange dimensions

Nominal size: 40mm
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IS
O

 7
00

5 
(D

IN
)

PN6 140 110 4 14 M12 16 - 11 16

PN10 165 125 4 18 M16 20 19 11 20

PN16 165 125 4 18 M16 20 19 11 -

PN20 150* 120.5 4 18 M16 16 16 13 16

PN25 165 125 4 18 M16 22 19 11 20

PN40 165 125 4 18 M16 22 19 13 20

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533    
*When made from cast or ductile iron, this flange features an outside diameter of 155mm.

A
N

S
I 

B
16

.5

150 150 120.7 4 3⁄4˝ - 19.1 5⁄8˝ - 15.9 - - - 19.1

300 165 127 8 3⁄4˝ - 19.1 5⁄8˝ - 15.9 - - - 22.3

600 165 127 8 3⁄4˝ - 19.1 5⁄8˝ - 15.9 - - - 25.4

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 150 114 4 18 M16 - - 10 -

PN16 150 114 4 18 M16 - - - 11

PN21 165 127 4 18 M16 - - - 15

PN35 165 127 4 18 M16 - - - 19

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

A
S

 2
12

9

Table A 150 114 4 18 M16 16 16 10 8

Table D 150 114 4 18 M16 17 17 10 8

Table E 150 114 4 18 M16 19 19 10 10

Table F 165 127 4 18 M16 19 19 11 16

Table H 165 127 4 18 M16 25 25 13 19

Nominal size: 50mm



10 Flange dimension guide

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 165 127 4 18 M16 - - 11 -

PN16 165 127 4 18 M16 - - - 11

PN21 185 146 8 18 M16 - - - 15

PN35 185 146 8 18 M16 - - - 19

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

IS
O

 7
00

5 
(D

IN
)

PN6 160 130  4 14 M12 16 - 12 16

PN10 185 145  4* 18 M16 20 19 13 20

PN16 185 145  4* 18 M16 20 19 13 20

PN20 180 139.5  4 18 M16 17.5 17.5 14 17.5

PN25 185 145  8 18 M16 24 19 13 22

PN40 185 145  8 18 M16 24 19 14 22

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533 
*When made from steel, these flanges feature 8 holes.

A
S

 2
12

9

Table A 165 127 4 18 M16 17 17 11 8

Table D 165 127 4 18 M16 17 17 11 8

Table E 165 127 4 18 M16 19 19 11 10

Table F 185 146 8 18 M16 19 19 13 16

Table H 185 146 8 18 M16 25 25 14 19

A
N

S
I 

B
16

.5

150 180 139.7 4 3⁄4˝ - 19.1 5⁄8˝ - 15.9 - - - 22.3

300 190 149.2 8 7⁄8˝ - 22.2 3⁄4˝ - 19.1 - - - 25.4

600 190 149.2 8 7⁄8˝ - 22.2 3⁄4˝ - 19.1 - - - 28.6

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125

Flange dimensions

Nominal size: 65mm

 



Flange dimensions

11Flange dimension guide

IS
O

 7
00

5 
(D

IN
)

PN6 190 150 4 18 M16 18 - 13 18

PN10 200 160 8 18 M16 22 19 13 20

PN16 200 160 8 18 M16 22 19 13 20

PN20 190 152.5 4 18 M16 19 19 16 19.5

PN25 200 160 8 18 M16 26 19 14 24

PN40 200 160 8 18 M16 26 19 16 24

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533

A
N

S
I 

B
16

.5

150 190 152.4 4 3⁄4˝ - 19.1 5⁄8˝ - 15.9 - - - 23.9

300 210 168.3 8 7⁄8˝ - 22.2 3⁄4˝ - 19.1 - - - 28.6

600 210 168.3 8 7⁄8˝ - 22.2 3⁄4˝ - 19.1 - - - 31.8

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 185 146 4 18 M16 19 - 13 -

PN16 185 146 4 18 M16 - 18 - 11

PN21 205 165 8 18 M16 19 - - 15

PN35 205 165 8 18 M16 29 22 - 24

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

A
S

 2
12

9

Table A 185 146 4 18 M16 17 17 13 10

Table D 185 146 4 18 M16 19 19 13 10

Table E 185 146 4 18 M16 19 19 13 11

Table F 205 165 8 18 M16 19 19 14 16

Table H 205 165 8 18 M16 29 29 16 22

Nominal size: 80mm



12 Flange dimension guide

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 215 178 4 18 M16 22 - 22 -

PN16 215 178 4 18 M16 - 20 - 13

PN21 230 191 8 18 M16 22 - - 19

PN35 230 191 8 18 M16 32 22 - 24

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

IS
O

 7
00

5 
(D

IN
)

PN6 210 170 4 18 M16 18 - 14 18

PN10 220 180 8 18 M16 24 19 16 22

PN16 220 180 8 18 M16 24 19 16 22

PN20 230 190.5 8 18 M16 24 24 17 24

PN25 235 190 8 22 M20 28 19 17 24

PN40 235 190 8 22 M20 28 19 19 24

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533

A
S

 2
12

9

Table A 215 178 4 18 M16 19 19 16 10

Table D 215 178 4 18 M16 19 19 16 10

Table E 215 178 8 18 M16 22 22 16 13

Table F 230 191 8 18 M16 22 22 17 19

Table H 230 191 8 18 M16 32 32 19 25

A
N

S
I 

B
16

.5

150 230 190.5 8 3⁄4˝ - 19.1 5⁄8˝ - 15.9 - - - 23.9

300 255 200 8 7⁄8˝ - 22.2 3⁄4˝ - 19.1 - - - 31.8

600 275 215.9 8 1˝ - 25.4 7⁄8˝ - 22.2 - - - 38.1

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125

Flange dimensions

Nominal size: 100mm



Flange dimensions
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IS
O

 7
00

5 
(D

IN
)

PN6 240 200 8 18 M16 20 - 14 18

PN10 250 210 8 18 M16 26 19 18 22

PN16 250 210 8 18 M16 26 19 18 22

PN20 255 216 8 22 M20 24 24 19 24

PN25 270 220 8 26 M24 30 19 24 26

PN40 270 220 8 26 M24 30 23.5 24 26

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533

A
N

S
I 

B
16

.5

150 255 215.9 8 7⁄8˝ - 22.2 3⁄4˝ - 19.1 - - - 23.9

300 280 235 8 7⁄8˝ - 22.2 3⁄4˝ - 19.1 - - - 35

600 330 266.7 8 11⁄8˝ - 28.6 1˝ - 25.4 - - - 44.5

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125mm

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 280 235 8 18 M16 - - 22 -

PN16 - - - - - - - - -

PN21 - - - - - - - - -

PN35 - - - - - - - - -

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

A
S

 2
12

9

Table A 255 210 4 18 M16 19 19 17 13

Table D 255 210 8 18 M16 21 21 17 13

Table E 255 210 8 18 M16 22 22 17 14

Table F 280 235 8 22 M20 25 25 19 22

Table H 280 235 8 22 M20 35 35 22 29

Nominal size: 125mm



14 Flange dimension guide

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 280 235 8 18 M16 22 - 22 -

PN16 280 235 8 18 M16 - 23 - 13

PN21 305 260 12 22 M20 25 - - 24

PN35 305 260 12 22 M20 35 27 - 31

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

IS
O

 7
00

5 
(D

IN
)

PN6 265 225 8 18 M16 20 - 14 20

PN10 285 240 8 22 M20 26 19 18 24

PN16 285 240 8 22 M20 26 19 18 24

PN20 280 241.5 8 22 M20 25.5 25.5 21 25.5

PN25 300 250 8 26 M24 34 20 24 28

PN40 300 250 8 26 M24 34 26 24 28

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533

A
S

 2
12

9

Table A 280 235 4 18 M16 21 21 17 13

Table D 280 235 8 18 M16 21 21 17 13

Table E 280 235 8 22 M20 22 22 17 17

Table F 305 260 12 22 M20 25 25 22 22

Table H 305 260 12 22 M20 35 35 25 29

A
N

S
I 

B
16

.5

150 280 241.3 8 7⁄8˝ - 22.2 3⁄4˝ - 19.1 - - - 25.4

300 320 269.9 12 7⁄8˝ - 22.2 3⁄4˝ - 19.1 - - - 36.6

600 355 292.1 12 11⁄8˝ - 28.6 1˝ - 25.4 - - - 47.7

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125

Flange dimensions

Nominal size: 150mm



Flange dimensions
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IS
O

 7
00

5 
(D

IN
)

PN6 320 280 8 18 M16 22 - 18 22

PN10 340 295 8 22 M20 26 20 20 24

PN16 340 295 12 22 M20 30 20 22 24

PN20 345 298.5 8 22 M20 28.5 28.5 24 29

PN25 360 310 12 26 M24 34 22 26 30

PN40 375 320 12 29.5 M27 40 30 30 34

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533

A
N

S
I 

B
16

.5

150 345 298.5 8 7⁄8˝ - 22.2 3⁄4˝ - 19.1 - - - 28.6

300 380 330.2 12 1˝ - 25.4 7⁄8˝ - 22.2 - - - 41.3

600 420 349.2 12 11⁄4˝ - 31.8 11⁄8˝ - 28.6 - - - 55.6

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125m

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 335 292 8 18 M16 25 - - -

PN16 335 292 8 18 M16 - 23 - 19

PN21 370 324 12 22 M20 29 - - 24

PN35 370 324 12 22 M20 41 31 - 31

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

A
S

 2
12

9

Table A 335 292 8 18 M16 22 22 19 13

Table D 335 292 8 18 M16 22 22 19 13

Table E 335 292 8 22 M20 25 25 19 19

Table F 370 324 12 22 M20 29 29 25 25

Table H 370 324 12 22 M20 38 38 32 32

Nominal size: 200mm



16 Flange dimension guide

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 370 324 8 18 M16 25 - - -

PN16 370 324 8 18 M16 - 24 - 19

PN21 405 356 12 26 M24 29 - - 30

PN35 405 356 12 26 M24 41 34 - 38

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

IS
O

 7
00

5 
(D

IN
)

PN6 - - - - - - - - -

PN10 - - - - - - - - -

PN16 - - - - - - - - -

PN20 - - - - - - - - -

PN25 - - - - - - - - -

PN40 - - - - - - - - -

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533

A
S

 2
12

9

Table A - - - - - - - - -

Table D - - - - - - - - -

Table E - - - - - - - - -

Table F - - - - - - - - -

Table H - - - - - - - - -

A
N

S
I 

B
16

.5

125/150 - - - - - - - - -

300 - - - - - - - - -

600 - - - - - - - - -

Flange dimensions

Nominal size: 225mm



Flange dimensions

17Flange dimension guide

IS
O

 7
00

5 
(D

IN
)

PN6 375 335 12 18 M16 24 - 20 24

PN10 395 350 12 22 M20 28 22 22 26

PN16 405 355 12 26 M24 32 22 24 26

PN20 405 362 12 26 M24 30 30 25 30.5

PN25 425 370 12 29.5 M27 36 24.5 30 32

PN40 450 385 12 32.5 M30 46 34.5 36 38

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533

A
N

S
I 

B
16

.5

150 405 362 12 1˝ - 25.4 7⁄8˝ - 22.2 - - - 30.2

300 445 387.4 16 11⁄8˝ - 28.6 1˝ - 25.4 - - - 47.7

600 510 431.8 16 13⁄8˝ - 34.9 11⁄4˝ - 31.8 - - - 63.5

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 405 356 8 22 M20 25 - - -

PN16 405 356 8 22 M20 - 24 - 19

PN21 430 381 12 26 M24 32 - - 30

PN35 430 381 12 26 M24 44 34 - 38

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

A
S

 2
12

9

Table A 405 356 8 22 M20 24 24 19 16

Table D 405 356 8 22 M20 25 25 19 16

Table E 405 356 12 22 M20 25 25 22 22

Table F 430 381 12 26 M24 29 29 25 25

Table H 430 381 12 26 M24 41 41 35 35

Nominal size: 250mm



18 Flange dimension guide

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 455 406 12 22 M20 29 - - -

PN16 455 406 12 22 M20 - 30 - 23

PN21 490 438 16 26 M24 32 - - 30

PN35 490 438 16 26 M24 44 38 - 38

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

IS
O

 7
00

5 
(D

IN
)

PN6 440 395 12 22 M20 24 - 22 24

PN10 445 400 12 22 M20 28 24.5 26 26

PN16 460 410 12 26 M24 32 24.5 28 28

PN20 485 432 12 26 M24 32 32 27 32

PN25 485 430 16 29.5 M27 40 27.5 32 34

PN40 515 450 16 32.5 M30 50 39.5 40 42

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533

A
S

 2
12

9

Table A 455 406 8 22 M20 24 24 22 19

Table D 455 406 12 22 M20 25 25 22 19

Table E 455 406 12 26 M24 29 29 25 25

Table F 490 438 16 26 M24 32 32 29 29

Table H 490 438 16 26 M24 44 44 38 38

A
N

S
I 

B
16

.5

150 485 431.8 12 1˝ - 25.4 7⁄8˝ - 22.2 - - - 31.8

300 520 450.8 16 11⁄4˝ - 31.8 11⁄8˝ - 28.6 - - - 50.8

600 560 489 20 13⁄8˝ - 34.9 11⁄4˝ - 31.8 - - - 66.7

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125

Flange dimensions

Nominal size: 300mm
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IS
O

 7
00

5 
(D

IN
)

PN6 490 445 12 22 M20 26 - 22 24

PN10 505 460 16 22 M20 30 24.5 26 26

PN16 520 470 16 26 M24 36 26.5 30 30

PN20 535 476 12 29.5 M27 35 35 35 35

PN25 555 490 16 32.5 M30 44 30 36 38

PN40 580 510 16 35.5 M33 54 44 46 46

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533

A
N

S
I 

B
16

.5

150 535 476.3 12 11⁄8˝ - 28.6 1˝ - 25.4 - - - 35

300 585 514.4 20 11⁄4˝ - 31.8 11⁄8˝ - 28.6 - - - 54

600 605 527 20 11⁄2˝ - 38.1 13⁄8˝ - 34.9 - - - 69.9

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125

Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

DiaPN14 525 470 12 26 M24 32 - - -

PN16 525 470 12 26 M24 - 33 - 30

PN21 550 495 16 30 M27 35 - - 30

PN35 550 495 16 30 M27 48 41 - 48

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

A
S

 2
12

9

Table A 525 470 8 26 M24 25 25 25 22

Table D 525 470 12 26 M24 29 29 25 22

Table E 525 470 12 26 M24 32 32 25 25

Table F 550 495 16 30 M27 35 35 32 32

Table H 550 495 16 30 M27 48 48 41 41

Nominal size: 350mm
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Class / Table
Outside 

Diameter
Pitch Circle 

Diameter
No. Holes

Hole 
Diameter

Bolt 
Diameter

Minimum Flange Thickness

Cast Iron Ductile Iron
Copper 

Alloy
Steel

A
S

 4
08

7

PN14 580 521 12 26 M24 32 - - -

PN16 580 521 12 26 M24 - 33 - 30

PN21 610 552 20 30 M27 35 - - 38

PN35 610 552 20 30 M27 51 44 - 48

Drilling for AS 4087 Class PN14 & PN16 is compatible with AS 2129, Table D

Drilling for AS 4087 Class PN21 & PN35 is compatible with AS 2129, Table F & Table H

IS
O

 7
00

5 
(D

IN
)

PN6 540 495 16 22 M20 28 - 22 24

PN10 565 515 16 26 M24 32 24.5 26 26

PN16 580 525 16 29.5 M27 38 28 32 32

PN20 600 540 16 29.5 M27 36.5 36.5 37 37

PN25 620 550 16 35.5 M33 48 32 38 40

PN40 660 585 16 39 M36 62 48 50 50

Drilling Compatible with AS/NZS 4331, BS 4504 & DIN 2533

A
S

 2
12

9

Table A 580 521 12 26 M24 27 27 25 22

Table D 580 521 12 26 M24 29 29 25 22

Table E 580 521 12 26 M24 32 32 25 25

Table F 610 552 20 30 M27 35 35 32 32

Table H 610 552 20 30 M27 51 51 44 44

A
N

S
I 

B
16

.5

150 595 539.8 16 11⁄8˝ - 28.6 1˝ - 25.4 - - - 36.6

300 650 571.5 20 13⁄8˝ - 34.9 11⁄4˝ - 31.8 - - - 57.2

600 685 603.2 20 15⁄8˝ - 41.3 11⁄2˝ - 38.1 - - - 76.2

Drilling for ANSI B16.5, Class 150 is compatible with ANSI B16.1, Class 125

Flange dimensions

Nominal size: 400mm
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